
 

Specifications  
Staple Crown                                      7/16”          
Fastener Gauge                                  16 Ga    
Fastener Length                           5/8” to 2” 
Staple Capacity                                      337 
Air Pressure:                          80 - 100 p.s.i. 
Dimensions        25 1/4” x  4 1/2” x 10 1/2”  
Operating Mode                       Remote Valve    
Weight                                                5.15 lbs  
 
Features 
360o Adjustable Exhaust, Adjustable 
Depth Control, Heavy Duty, Powerful, 
Quick Clear Nose, Rubber Grip For 
Comfort 
 
Includes 
Plastic Carrying Case, Safety Glasses, 
Tool Oil, Manual, Parts Diagram 

16 Gauge Industrial   
Medium Crown Stapler 

Division of Peace Industries, Ltd. 
Phone:  800-873-2239  **  Fax:  888-369-2588 
www.spotnails.com 

MS6650iLM 
Applications 
Bedding, Cabinet Assembly, Crating, Door & Window 
Mfg., Furniture Assembly, Millwork-Door Jambs, 
Pallet Wall Sheathing, Plywood Wall Sheathing, 
Sheathing, Wall Paneling Construction 

Stock No. Length Desc. M/

6605PG-10M 5/8"  Galv. 10.0 

6606PG-10M 3/4" Galv. 10.0 

6607PG-10M 7/8"  Galv. 10.0 

6608PG-10M 1" Galv. 10.0 
6609PG-10M 1-1/8" Galv. 10.0 

6610PG-10M 1-1/4" Galv. 10.0 

6611PG-10M 1-3/8" Galv. 10.0 

6612PG-10M 1-1/2"  Galv. 10.0 

6613PG-10M 1-5/8" Galv. 10.0 

6614PG-10M 1-3/4"  Galv. 10.0 

6616PG-10M 2"  Galv. 10.0 

    

6608DG-10M 1" Div. 10.0 
6609DG-10M 1-1/8" Div 10.0 

6610DG-10M 1-1/4" Div. 10.0 
        

304 Stainless Steel     

6608PS-10M 1"  304 SS 10.0 

6610PS-10M 1-1/4"  304 SS 10.0 

6612PS-10M 1-1/2"  304 SS 10.0 
6614PS-10M 1-3/4"  304 SS 10.0 

6616PS-10M 2"  304 SS 10.0 

5620PG-10M 5/8" Galv.  10.0 

5624PG-10M 3/4" Galv.  10.0 
5628PG-10M 7/8" Galv.  10.0 

5632PG-10M 1" Galv.  10.0 

5636PG-10M 1-1/8" Galv.  10.0 

5638PG-10M 1-3/16" Galv.  10.0 

5640PG-10M 1-1/4" Galv.  10.0 

5644PG-10M 1-3/8" Galv.  10.0 

5648PG-10M 1-1/2" Galv.  10.0 

5656PG-10M 1-3/4" Galv.  10.0 

5664PG-10M 2" Galv.  10.0 
        

5640DG-10M 1-1/4" Div.Galv 10.0 

    

304 Stainless Steel     

5636PS-10M 1-1/8" 304 SS 10.0 

5640PS-10M 1-1/4" 304 SS 10.0 

5648PS-10M 1-1/2" 304 SS 10.0 

For best results, use Spotnails® collated fasteners 

Stock No. Length Desc. M/Cs 


