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TB1840  
Applications 
Cabinet Assembly, Door & Window Manufacturing, 
Drawer Assembly, Finish Carpentry, Furniture 
Assembly, Hardwood Flooring, Trim Molding 

Specifications 
Fastener Gauge                                18  
Fastener Length               1” to 1-9/16”  
Fastener Capacity                 100 Brads 
Dimensions             9” x 2-1/2” x 8-1/4”                                           
Firing Mode                           Selectable   
Weight                                          3.0 lbs  
Air Pressure                      80 - 110 p.s.i. 
 
Features 
360o Adjustable Exhaust, Adjustable 
Depth Control, Quick Clear Nose, 
Rear Load Magazine, Rubber Grip 
For Comfort 
 
Includes 
Plastic Carrying Case, Safety 
Glasses, Allen Wrench, Tool Oil, 
Manual, Parts Diagram 

18 Gauge Brads AX Type 
Stock No. Length Description M/Cs Lbs/Cs Cs/Skid 
18516 1" Galvanized 5.0 10 50.0 

18518 1-1/8" Galvanized 5.0 10 50.0 

18519 1-3/16" Galvanized 5.0 10 50.0 

18520 1-1/4" Galvanized 5.0 10 50.0 
18522 1-3/8" Galvanized 5.0 10 50.0 

18524 1-1/2" Galvanized 5.0 10 50.0 

18525 1-9/16" Galvanized 5.0 10 50.0 
           

            

1M Clamshell Pack     

18116 1" Galvanized 1.0 8 8.0 

18119 1-3/16" Galvanized 1.0 8 8.0 

18120 1-1/4" Galvanized 1.0 8 8.0 

18124 1-1/2" Galvanized 1.0 8 8.0 
      

304 Stainless Steel-1M Clamshell Pack   

18116SS-8M 1" 304  SS 1.0 8 8.0 

18120SS-8M 1-1/4" 304  SS 1.0 8 8.0 
18124SS-8M 1-1/2" 304  SS 1.0 8 8.0 

For best results, use Spotnails® collated fasteners 
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